DONGGUAN NANJING ELECTRONICS LTD.,

SOT-89 Plastic-Encapsulate Transistors

2SC3467 TRANSISTOR

SOT-89
B Features SC-62
@ Adoption of FBET, MBIT Processes
@ High Breakdown Voltage and Large Current Capacity 1. BASE

2. COLLECTOR

B Marking: C3467 3. EMITTER

B Absolute Maximum Ratings Ta = 25C

Parameter Symbol Rating Unit
Collector-Base Voltage VcBo 120 \Y
Collector-Emitter Voltage VCEO 100 Vv
Emitter-Base Voltage VEBO 6 \
Collector Current Ic 2 A
Collector Current (Pulse) Icp 3 A
Collector Power Dissipation Pe 200 mw
Pc* 1.5 w
Jumction temperature Tj 150 C
Storage temperature Range Tstg -55 to +150 C
* Mounted on ceramic board (250 mm? x 0.8 mm)
Bl Electrical Characteristics Ta = 25T

Parameter Symbol Testconditons Min | Typ | Max | Unit
Collector Cut-off Current Iceo |VeB =100V ,IE=0 100 nA
Emitter Cut-off Current leEBo |VEB=4V,Ilc=0 100 nA
Collector-Base Breakdown Voltage V@Rr)ceo [lc =10uA ,IE=0 120 \Y
Collector-Emitter Breakdown Voltage V(BR)CEO |Ic = 1mA , RBE = o 100 \Y
Emitter-Base Breakdown Voltage V@BR)EBO |IE=10UA ,Ic=0 6 \Y
DC Current Gain hFeE Vce =5V, Ic = 100mA 100 400
Collector-Emitter Saturation Voltage VcE(sat) |lc = 1A, IB = 100mA 022 | 0.6 \Y
Base-Emitter Saturation Voltage VBE(sat) |lc = 1A, IB = 100mA 0.85 1.2 \Y
Gain-Bandwidth Product fr Vce =10V, Ic = 100mA 120 MHz
Collector Output Capacitance Cob |VcB=10V,IE=0,f=1MHz 25 pF
Turn-On Time ton 80
Storage Time tsig | See Test Circuit. 750 ns
Fall Time tf 40

Rank R S T
hre 100 ~ 200 140 ~ 280 200 ~ 400
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Typical Characteristics
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Hplal

1 B1

182
B2

OUTPUT

PW =20ups
D.C.< 1%

RL

50Q

%
,

-101B2 =

10181

100uF 470uF

50V

lc = 0.7A

(For PNP , the polarity is reversed.)

B Electrical Characteristics Curves
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Typical Characteristics
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SOT-89-3L Package Outline Dimensions
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Symbol Dimensions In Millimeters Dimensions In Inches
i Min Max Min Max
A 1.400 1.600 0.055 0.063
b 0.320 0.520 0.013 0.020
b1 0.400 0.580 0.016 0.023
C 0.350 0.440 0.014 0.017
D 4.400 4.600 0.173 0.181
D1 1.550 REF. 0.061 REF.
E 2.300 2.600 0.091 0.102
E1 3.940 4.250 0.155 0.167
e 1.500 TYP. 0.060 TYP.
el 3.000 TYP. 0.118 TYP.
L 0.900 | 1.200 0.035 | 0.047
SOT-89-3L Suggested Pad Layout
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47"< Note:
;\ 1.Controlling dimension:in millimeters.
o 2.General tolerance:+0.05mm.
- 3.The pad layout is for reference purposes only.
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SOT-89-3L Tape and Reel

-0J- i ackaging Description:
SOT-89-3L Embossed Carrier Tape Packaging D
SOT-89-3L parts are shipped in tape. The
PO P1 Q, carrier tape is made from a dissipative (carbon filled)
| —— A C polycarbonate resin. The cover tape is a multilayer
)/ { w film (Heat Activated Adhesive in nature) primarily
\_G; -<p-- P _69_ | 1} composed of polyester film, adhesive layer, sealant,
T ,A_ and anti-static sprayed agent. These reeled parts in
standard option are shipped with 1, units per
] _ | _3 o dard opti hipped with 1,000 uni 7"
$ © or 18.0 cm diameter reel. The reels are clear in color
and is made of polystyrene plastic (anti-static
A X coated).
A-A
Dimensions are in millimeter
Pkg type A B C d E F PO P P1 W
SOT-89-3L 4.85 4.45 1.85 1.50 1.75 5.50 4.00 8.00 2.00 12.00
SOT-89-3L Tape Leader and Trailer
Trailer Tape Leader Tape
25+1 Empty Pockets Components 50+£1 Empty Pockets
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SOT-89-3L Reel
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Dimensions are in millimeter
Reel Option D D1 D2 G H | w1 w2
7"Dia 2180.00 60.00 R32.00 R86.50 R30.00 313.00 13.20 16.50
REEL Reel Size Box Box Size(mm) Carton Carton Size(mm) G.W.(kg)
1000 pcs 7 inch 10,000 pcs 203x203x195 40,000 pcs 438x438x220

Dongguan Nanjing Electronics Ltd. 5/5 www.dgnjdz.com



