DONGGUAN NANJING ELECTRONICS LTD.,

SOT-523 Plastic-Encapsulate Transistors

2SC4738 TRANSISTOR (NPN)

FEATURES SOT - 523
® High Voltage and Current
® High DC Current Gain
® Complementary to 2SA1832 )
® Small Package &

APPLICATIONS
® General Purpose Amplification

1. BASE
2. EMITTER
3. COLLECTOR

MAXIMUM RATINGS (T,=25°C unless otherwise noted)

Symbol Parameter Value Unit
Vceo Collector-Base Voltage 60 V
Vceo Collector-Emitter Voltage 50 \%
Veeo Emitter-Base Voltage 5 \%

Ic Collector Current 150 mA

Pc Collector Power Dissipation 100 mW

Roesa Thermal Resistance From Junction To Ambient 1250 ‘CW
LR ssvis0|

ELECTRICAL CHARACTERISTICS (T,=25°C unless otherwise specified)

Parameter Symbol Test conditions Min Typ Max Unit
Collector-base breakdown voltage Vierceo | lc=100uA, Ie=0 60 \
Collector-emitter breakdown voltage | V(riceo | Ic=1mA, 1z=0 50 \
Emitter-base breakdown voltage Viereso | Ie=100pA, Ic=0 5 \
Collector cut-off current Iceo V=60V, 1e=0 100 nA
Emitter cut-off current leBO Veg=5V, Ic=0 100 nA
DC current gain hee Vce=6V, lc=2mA 120 700
Collector-emitter saturation voltage Vcesay | lc=100mA, 1s5=10mA 0.25 V
Transition frequency fr Vee=10V,lc=1mA 80 MHz
Collector output capacitance Cob V=10V, Ig=0, f=1MHz 3.5 pF

CLASSIFICATION OF hee
RANK Y GR BL
RANGE 120 - 240 200 - 400 350 - 700
MARKING LY LG LL

Dongguan Nanjing Electronics Ltd. 1/4 www.dgnjdz.com



Typical Characteristics

Static Characteristic
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SOT-523 Package Outline Dimensions
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’_|' — Dimensions In Millimeters Dimensions In Inches
i = =] Symbol Min. Max. Min. Max.
A 0.700 0.900 0.028 0.035
S]: Al 0.000 0.100 0.000 0.004
i i A2 0.700 0.800 0.028 0.031
\ / bl 0.150 0.250 0.006 0.010
b2 0.250 0.350 0.010 0.014
C 0.100 0.200 0.004 0.008
D 1.500 1.700 0.059 0.067
E 0.700 0.900 0.028 0.035
El 1.450 1.750 0.057 0.069
e 0.500 TYP. 0.020 TYP.
el 0.900 [ 1.100 0.035 | 0.043
L 0.400 REF. 0.016 REF.
L1 0.260 0.460 0.010 0.018
0 0° 8° 0° 8°
SOT-523 Suggested Pad Layout
1
|‘—> 0.4
Note:

|
R
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1.Controlling dimension:in millimeters.

2.General tolerance:+0.05mm.
3.The pad layout is for reference purposes only.
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SOT-523 Tape and Reel

SOT-523 Embossed Carrier Tape
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Dimensions are in millimeter

Pkg type A B o] d E F PO P P1 w
SOT-523 1.85 1.85 0.875 @1.50 1.75 3.50 4.00 4.00 2.00 8.00
SOT-523 Tape Leader and Trailer
Trailer Tape Leader Tape
50+2 Empty Pockets Components 100+ Empty Pockets
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SOT-523 Reel
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Dimensions are in millimeter

Reel Option D D1 D2 G H | W1 w2
7"Dia ©178.00 54.40 13.00 R78.00 R25.60 R6.50 9.50 12.30
REEL Reel Size Box Box Size(mm) Carton Carton Size(mm) G.W.(kg)
3000 pcs 7 inch 45,000 pcs 203x203x195 | 180,000 pcs | 438x438x220
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